Cylindrical Surface Mount Crystal 6.0 x 2.0mm Cold Weld Miniature With Optional Clip
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Environmental And Mechanical

Temperature 10 Cycles of -30°C (30Mins), Normal (1Hr), 85°C (30Mins),
Normal (1Hr)

Shock Accelerated at 1000G for 1mS in each
perpendicular axis.

Vibration 4 Cycles of 20G acceleration at 20 - 2,000Hz
within 4 minutes in each perpendicular axis.

Solder Peak Temperature of 260°C Max for 10 Seconds
with preheat of 160°C for 90+10% for 10 Seconds
for a maximum of 2 Cycles.

Equivalent Circuit

C, Shunt Capacitance
R, Equivalant Series Resistance
L, Motion Inductance

C, Motion Capacitance

Part Number Load Cap Options
06 | 6pF Load (Shunt Cap 1.1pF) [ Jucip
YVZGSMRJ'XXXXX M; XX -:'.. ## | Custom Load
X S = S | Series

J-Clip Default: No Clip
¥  ##:Load Capacitance: Default: 12.5pF
Frequency: 32.768KHz
—» Standard RoHS Compliant 6.0 x 2.0mm Cylindrical SMT Crystal

Example: W26SMR-32.768K 32.768KHz, +20ppm Xtal with 12.5pF Load, ESR of 35KQ, operating at -40°C ~ +85°C (No Clip)
Example: W26SMR-32.768K-6J 32.768KHz, +20ppm Xtal with 6pF Load, ESR of 35KQ, operating at -40°C ~ +85°C, With J-Clip

SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE.
PLEASE CONTAGT YOUR IMPACT SALES REPRESENTATIVE FOR CUSTOM SPECIFICATIONS, CURRENT INFORMATION, PRICING AND AVAILABILITY.
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